
 

Butyl Rubber Tape Black PVC Tape (Sm) Black PVC Tape (Lg)

Quantity Included 6 Rolls 2 Rolls 1 Roll

Dimensions 2.5" W x 24.0" L 0.75" W x 66.0' L 2.0" W x 20.0' L

Packaged Weight 0.375 lbs 0.243 lbs 0.176 lbs

Operating Temperature -67°F to 185°F 14°F to 176°F 14°F to 176°F

UV Resistance ≥1,000 Hours 
with No Degradation UL 510, ASTM D1000 UL 510, ASTM D1000

Specifications

AV000006

•	Creates a reliable moisture seal around RF connections.

•	Multi-layer protection combines butyl rubber and PVC tape.

•	Protects connectors and splices in outdoor installations.

•	UV-resistant materials support long-term outdoor performance.

•	Accommodates multiple cable and connection sizes.

•	 Includes materials to weatherproof multiple connections.

Reliable moisture protection for RF cable connections and splices.
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Weatherproofing KitIntegrated Public Safety DAS

Application: Additional moisture sealing for RF cable connections

Application Per Kit: 4 × 0.50"–0.875"; 12 × 0.50"–0.50"; 12 × 0.50"–0.875" to Device; 2 × 0.50"–2.25"

HS Code: 4005.91.0000


